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- SUMMARY

A realistic release of carbon fibers was established by burning a

minimum of 45 kg of carbon-fiber composite aircraft structural components

in each of five large-scale, outdoor aviation jet fuel fire tests

conducted at the U.S. Army Dugway Proving Ground, Utah. This release

was quantified by several independent assessments with various instru-

ments developed specifically for these tests. The most likely values

for the mass of single carbon fibers released ranged from 0.2 percent

of the initial mass of carbon fiber for the source tests (zero wind

velocity) to a maximum of 0.6 percent of the initial carbon fiber mass

for dissemination tests (5 - 6 m/s wind velocity). Mean fiber lengths

for fibers greater than 1 mm in length ranged from 2.5 to 3.5 mm. Mean

diameters ranged from 3.6 to 5.3 _m which was indicative of significant

oxidation. Footprints of downwind dissemination of the fire-released

fibers were measured to 19.1 km from the fire. The tests demonstrated a

reasonable validation of the assumed carbon fiber lengths and quantity

released that were used in the NASA risk assessment.
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INTRODUCTION

Carbon fibers have high strength and stiffness and are lightweight,

making them very attractive for use in composite structures. The fibers

also have high electrical conductivity such that when free carbon fibers

settle on electrical conductors, they can cause equipment malfunctions

_ or damage from short circuiting. As long as the fibers are embedded in

the matrix of a composite material, they pose no hazard. However, when

the composite is burned, as may occur in an aircraft crash-fire accident,

fibers can be released from the matrix, become airborne, and be

disseminated over large areas, creating a potential hazard to electrical

and electronic equipment. The Graphite Fibers Risk Analysis Program

Office at Langley Research Center has been charged with assessing the risk

associated with such an accidental release of carbon fiber.

The release of carbon fibers from burning carbon composites has been

quantified in nearly three hundred laboratory experiments (ref. I). The

amount of fiber released was found to be relatively low, usually less

than one percent of the fiber-available in the original composite unless

the burning debris was disturbed with explosive force. The first large-

scale outdoor tests designed to verify the laboratory release of carbon

fibers from burning composites were conducted in 1978 for the military

_ at the Naval Weapons Center, China Lake, California. The test data

were reduced, analyzed, and reported (refo 2) through a contract from

NASA. The very small amounts of single carbon fibers found in the

samples were conceded to have been the result of the fire plume lofting

most of the released fibers over and beyond the fiber samplers.



Subsequently, another series of large-scale outdoor aviation jet

fuel fire tests were designed with more suitable collector locations

in order to demonstrate a more realistic measure of the release of

carbon fiber from burning composites in an aircraft crash-and-burn

scenario. These tests were conducted at the U.S. Army Dugway Proving

Ground, Utah, and benefited from the earlier experiences with outdoor

fire testing, as well as from Dugway's background with airborne particle

dissemination. In order to establish several independent assessments

of the amount and size spectra of fire-released fibers, several types

of fire plume sampling instruments were designed and employed.

Instrumentation was also deployed ten times farther downwind than in

prior carbon fiber tests in order to more adequately determine fiber

dissemination patterns.

Preliminary results of the Dugway tests were presented in an

industry/government briefing held at Langley Research Center December 4-5,

1979, (ref. 3). Results based on data from the individual sampling

systems are presented in reports by the responsible organizations (refs. 4-6).

This report summarizes the large-scale tests, presents results not

otherwise reported, and compares fiber data from each of the sampling

systems. In addition, the behavior of composite aircraft structural

parts located in or near the fire was studied and the results are

discussed.

Use of trade names or names of manufacturers in this report does

not constitute an official endorsement of such products or manufacturers,

either expressed or implied, by the National Aeronautics and Space

Administration.



TEST DESIGN

The large-scaleoutdooraviationjet fuel fire tests were designed

to be representativeof the averagefuel-fedfire occurringin the

United States from commercialaircraftaccidents(ref. 7) over the last

, ten years. Although individualaccidentsexhibitedlarge variations

in the size and durationof the fire and in the amount of fuel burned,

averagevalueswere approximately20 minutesdurationand ll,400 litres

(3000 gallons)of jet fuel. Restrictingthe size of the fire to a pool

which would burn at an essentiallyconstantrate was consideredto be most

severe in terms of its effect on nearby compositestructure. Large open

pools of aviationjet fuel burn at a depth recessionrate of about 6 mm

per minute,thus for a 20-minutefire with ll,400litres of fuel, a

pool depth of 12 cm and a pool diameterof I0.7 m were required. Based

on early analyticalmodeling (ref.8) this diameterwas sufficientto

providereasonable-sizedregionsof high temperatureand fire-plume

velocitiesassociatedwith large fires. Two types of fire tests were

planned;one with ambientwind velocityessentiallyzero, and one with

winds of 3-6 m/s which would tilt the fire plume and producea downwind

depositionfootprint.

The mass of carbon-fibercompositematerialrequiredto be burned

in a test was selectedbased on an assumedsingle fiber releaseof

one percentof the fiber in the composite,downwinddeposition

_ footprints(ref. 9) predictedfrom existingairborneparticledissemination

methodology,and samplinginstrumentationdetectionlimits. A minimum of
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45 kg (I00 Ib) of composite was calculated as necessary to be burned in

order to expect to detect a downwind footprint at a value of deposition

equal to one-tenth of the peak deposition.

The establishment of the downwind ground sampling lines (figure l)

was designed to take advantage of the existing grid system for sampling

at Dugway and the available historical meteorological data. The Dugway

sampling area is located on a flat, dry-lake bed in a valley bounded

on the sides by mountain ranges approximately 20 km apart running

northwest to southeast. The greatest frequency of occurrence of any

steady wind direction was for postfrontal northwest winds which could

be expected to remain within an azimuth variation of plus or minus 35

degrees.

Twelve sampling lines were established by Dugway for these tests

(fig. l) ranging from a circle with a 91.4 m radius around the fire

pool to a line perpendicular to the design wind direction and 19100 m

downwind. Sampler instrumentation was located along these lines at

spacings varying from 4 m to 274 m. Details are given in reference 4.

The design for independent assessments of the source strength of

fire-released single carbon fibers was based on the proposed development

of fire-plume sampling instrumentation which could operate in the hot

environmental close to the end of the visible flame in the plume. An'

overhead canopy of steel cables (fig. 2) was designed by Dugway to be

suspended from four 60 m high towers. Sixty-one canister collectors were

being from this canopy in a pattern designed to sample much of the

fire plume as it rose from the fire pool. The canopy could be raised
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or lowered by winches at each of the towers in order to position the

samplers in an optimum location for the wind conditions in each test.

Design wind conditions for the downwind dissemination tests required a

fire pool to be located on the ground close to the upwind side of the

_ overhead canopy (fig. 2) in order for the tilted plume to pass through

the canopy. A second fire pool was located beneath the center of the

canopy to be used for source tests when the wind velocity was

essentially zero. Figure 3 is a photograph of the overhead canopy

suspended from the four towers about 40 m close ground level at sunrise

on one of the test days.

A vertical array of stainless steel mesh samplers was designed by

Dugway to be suspended from cables located vertically between the ground

and a catenary cable stretched between the tops of the two downwind

towers (fig. 2). This vertical array of instrumentation was also designed

to intercept much of the tilted fire plume in the dissemination tests

and to provide a second assessment of the source strength of single fibers.

TRW, Inc. designed, fabricated and operated under NASA contract a

balloon-supported Jacob's ladder sampling system (fig. 4) which provided

a third assessment of the source strength (ref. 5). The concept was a

large 305 m square net located 140 m downwind from the fire; far enough

for the plume to have cooled sufficiently to allow normal ambient air

sampling equipment to be used, but close enough to the fire to provide

a reasonable chance to intercept most of the expanding plume. The

sampling net was suspended from a catenary cable which was in turn

suspended from two blimp-type balloons. The system was stabilized by



anchor lines and tether lines out to the sides, the front and the rear.

The entire system was constructed with Kevlar cables to minimize weight.

Distances from the net to the side and forward tether anchors were

greater than one km. The Washington Monument is drawn to scale in

figure 4 to provide a sense of the size of this sampling net.

In normal operations between fire tests the Jacob's ladder net was

laid down on a rope table on the ground downwind of the erected position.

Prior to each test, instrumentation was attached to the net, the balloons

were inflated, and the entire system was raised to the operating position.

The detailed procedure is given in reference 5. The two balloons were

furnished by the U.S. Air Force Geophysics Laboratory and were operated

by two of their balloon handling crews. The 27 m long balloons are

shown in figure 5 flying on short tether lines prior to being attached

to the Jacob's ladder.

One quadrant of the Jacob's ladder net with one of the two balloons

is shown in figure 6 as it appeared during one of the test times when

the net was raised. The net lines create 15 m squares with fiber

sampling instrumentation attached at each intersection. Total net instru-

mentation was designed to a weight goal so as not to exceed the available

lift capability of the two balloons. Servicing of the instrumentation

had to be done while the net was laid down on the ground table between

tests.



TEST INSTRUMENTATION

A major consideration in the design of the outdoor aviation jet

fuel fire tests was the capability of available instrumentation to

detect and quantify the presence of single carbon fibers released from

the burning composite material. Several new instruments were developed

to collect fibers in the fire plume close to the source and to determine

the rate of fiber release. Each type of instruments used successfully

in these tests is described in the following sections. An overview

of all the instrumentation is given in table I.

Stainless Steel Canister Collector

The stainless steel canister collector was a passive, trap-like

sampler (fig. 7) designed by Dugway to provide isokinetic sampling of the

fire plume just beyond the visible flames over the outdoor pool fires

(ref. I0).

The collector was designed to trap emitted carbon fibers as the

rising plume gases and fibers enter the sampler nozzle, pass into the

fiber entrapment screen where fibers of lengths greater than approximately

one mm are retained, and the plume gases are passed on through the

sampler exhaust. The stainless steel outer shell enclosed a 46 cm long,

20 cm diameter cylindrical entrapment screen of stainless steel woven

wire mesh (0.36 mmdiameter wires spaced 1.06 mmon centers). The area

of the entrapment screen is considerably greater than the area of the

entrance nozzle (4.8 cm diameter), thus minimizing the soot saturation

problem common to the other types of samplers working close to the fire.



The canister collector was calibrated in several wind tunnels.

Airflow through the nozzle was near isokinetic and carbon fiber collection

efficiency was 0.94. A cosine correction for plume direction relative to

canister orientation was verified.

Sixty-one of these stainless steel canister collectors were suspended

from the overhead canopy cables (figs. 2 and 3) for each of the fire

tests. Carbon fibers were recovered after each test from the entrapment

screens by "air washing" the screen into a cylindrical container

equipped with a mesh filter and a vacuum line (ref. I0). Test residue

was collected on the mesh filter, transferred to a sticky paper

approximately I0 cm square, and examined under a microscope for carbon

fibers.

Stainless Steel Mesh Can Sampler

The stainless steel mesh can sampler (fig. 8) was designed by

Dugway to sample in the hat plume as it passed through a vertical array

58 m downwind from the fire. The samplers consisted of a seamless cylinder

of electrolytic tin plate, 5.7 cm long and 9.5 cm diameter, with one

edge curled. Stainless steel wire cloth (0.46 mmdiameter wires

spaced 1.59 mmon centers) was stretched across the cooled edge and

spot-welded to the side of the cylinder. A silicone grease, formulated

to maintain its consistency from -240°C to 260°C, was coated onto the

stainless steel mesh to ensure carbon fiber adhesion in the high

temperature plume gases.

A post-test field calibration with 5 mm long chopped virgin carbon

fibers indicated a collection efficiency of 0.54. Slippage of short
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fibers through the stainless steel mesh when challenged wit h a spectrum

of fiber lengths was assumed to be the same as had been previously

established for the nylon mesh can samplers.

Nylon Mesh Can Sampler

The nylon mesh can sampler (fig. 9) was the standard airborne

particle sampler developed and used by Dugway for several years. It

consisted of a wax-coated paperboard cylinder 6.4 cm long and 8.6 cm

diameter, with nylon mesh (bridal veil with threads spaced 1.50 mm

on centers) stretched across one end and fastened to the side of the

cylinder with kraft adhesive paper tape. To ensure adhesion of fibers

to the sampler, the mesh was dipcoated in a mixture consisting of

3 percent lanolin and 4 percent mineral oil in a freon 113 base.

Calibration of the nylon mesh can sampler had been conducted in a

wind tunnel (ref. II) and established a carbon fiber collection

efficiency of 1.00 for fibers with lengths greater than 5 mm. Slippage

factors through the nylon mesh for carbon fibers I-2 mmand 2-3 mm

long were 15.6 and 8.8 percent, respectively, as established by wind

tunnel tests with a spectrum of fiber lengths.

Nylon mesh can samplers were used primarily on the ground-supported

downwind sampling lines (fig. I), attached to stakes 0.5 m above the

ground surface with the nylon mesh in a vertical plane perpendicular to

the design wind direction. Nylon mesh cans were also used on the

Jacob's ladder in one test for comparison with other fiber sampling

instruments. The location of all of the instrumentation used on the

Jacob's ladder is shown in figure I0.



Nylon Mesh Vu-graph Sampler

The nylon mesh vu-graph sampler (figs. 9 and I0) was the primary

fiber sampler used on the Jacob's ladder. It was developed by TRW

and was used initially in the outdoor fire-released carbon fiber tests

at China Lake (ref. 2). The sampler consisted of a swatch of nylon

bridal veil netting (mesh opening approximately 1 mm) stretched across

and fastened to the edges of a vu-graph frame. The fiber collection

area was 19 cm wide by 24 cm long. Prior to a test the nylon mesh

was sprayed on the up-wind surface with Rhoplex, a nondrying,

commercially available adhesive which had the unique property of

remaining sticky for several days under all encountered weather conditions

of wind, temperature, water, and solar radiation.

The nylon mesh vu-graph sampler has never been calibrated for

fiber collection efficiency. It has been assumed to function in a

similar manner to the nylon mesh can, and the same slippage factors for

short fibers were applied in all of the data reduction. A discussion

of the collection efficiency is included in a later section.

Cardboard Canister Collector

The cardboard canister collector (figs. 9 and I0) was a smaller

adaptation of the Dugway stainless steel canister collector. The

smaller cardboard adaptation was designed by NASA as a lightweight

version which could be attached to the Jacob's ladder at numerous

locations. It was equipped with tail fins to keep the index nozzle

pointed into the wind. Detailed dimensions are shown in figure II.

After each test the canister screens were taken apart and the surfaces
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were air-washed into a container equipped with a mesh filter and a

vacuum line in the same manner as the larger stainless steel canister

collectors.

The cardboard canister collector was calibrated in the NASA-Langley

free flight wind tunnel at air speeds up to 18 m/s and at angles of

attack up to 20o. Air sampling efficiency was slightly less than

isokinetic and non-linear at the higher velocities, for example,

0.83 at 3 m/s and 0.70 at 6 m/s. This performance probably was due

to the change in location of the exhaust parts on the canister from the

rear end to the sides behind the conical section. This same NASA

adaptation of the canister collector was used previously in fire-released

carbon fiber tests in the shock tube at the U.S. Naval Surface Weapons

Center - Dahlgren Laboratory (ref. 12).

Charged Grid Detector

The charged grid detector (figs. 9 and I0) consisted of a wire

comb assembly made of a number of parallel steel wires spaced 2 mmapart.

The grid was designed by the Bionetics Corporation (ref. 6) to count

fiber intercepts. The wires in the grid were electrically connected

so that voltage existed between any two adjacent wires. Fibers contacting

or falling across adjacent wires provided a short circuit path and

were burned out. Fiber intercepts time history data were obtained by

recording the burnout pulses.

Calibration of the charged grid detector in the fiber test chamber

at NASA- Langley (ref. 6) indicated a counting efficiency of 0.70

for fibers with lengths greater than 2 mm. Fibers less than 2 mm long

passed through the grid without being detected.
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Light EmittingDiode (LED) Detector

This devicewas an interruptedlight beam detectordevelopedby TRW

(ref. 5) to obtain time-historyfiber count data. Fibers passingthrough

a light beam caused partialor total obscurationof the beam. The

output signal from a detectorupon which the beam was focused,was

processedfor countingthe number of obscurationsgreaterthan preset -

levels. By relatingfiber size to degreeof obscuration,an indication

of the number of fibers exceedinga given size (or equivalentlength)

passingthroughthe beam could be obtained.

The instrumentsused in the outdoorfire tests at Dugwayemployed a

light emitting diode light beam source and a silicondetector. Two models

of the instrumentwere used. One was a wholly self-contained,battery-

poweredunit (fig. 12) which was developedto be attachedto the Jacob's

ladder for remote sensingof carbon fibers. It was limitedto counting

fiberswith lengthsgreaterthan 4 mm. The other model was a ground-

based unit which had been developedfor the earlieroutdoortests at

China Lake (ref. 5). The ground-basedunit had a capabilityfor counting

fibers with lengthsgreaterthan 2 mm, however,becauseits light beam

was horizontaland carbon fibers tend to float with a randomorientation

in a horizontalplane in the air,thecountingefficiencywas reduced

to 0.54 for fiberswith lengthsgreaterthan 2 mm in a normal spectrum

of fire-releasedfiber lengths.

Absolutedata from the LED's for the outdoortests must be

treatedwith discretionsince the instrumentscounteda maximumof only

12 events in one test and averagedonly five events per instrument

per test. Some or all of these events could have been other forms of
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light-obscuringmaterial picked up from the ground by the intense

thermal activity around the fire, or blown about by the ambientwinds.

LED operationprior to the first fire tests indicatedan event counting

frequencycomparableto the subsequentfrequencyexperiencedduring the

fire tests. Becauseof these uncertaintiesand because correctionsfor

the fire releasedfiber length spectrawere large, the LED data obtained

"' in reference5 is not included in the subsequentsectionof comparable

fiber sampling.

MilliporeFilter Sampler

This sampler (fig. 13) was a type used by the National Instituteof

OccupationalSafety and Health for collectingparticles in the

respirablesize range (l to lO micrometersprincipaldimension). The

samplerused a 0.8 _m pore size milliporefilter connectedto the inlet

of a 2 litre per minute Mine Safety ApplianceCompanyportable pump.

The pump had to be turned on before the Jacob's ladderwas raised prior

to each fire test, and could not be turned off until after the Jacob's

ladder was loweredafter the completionof a fire test. The batteries

that poweredthe pump were designed for an 8-hour duty cycle which

was generallysufficientfor the Dugway tests. The millipore filters

were removedfrom the pumps after each test and shipped to NIOSH to be

examined by their standardproceduresfor small fibers.

Petri Dish Collector

Petri dish collectorswere placed on top of the 0.5 m high ground

stakes which supportedthe nylon mesh cans in the circular ring sampling
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line around the fire pool (fig. I). The Petri dishes were fieldedby

TRW to collecta sample of fire-releasedcarbon fibers which would contain

a total spectrumof fiber lengthsand diameterswithoutconcernfor

slippagethrougha mesh, and would be unencumberedby the adhesive

from the other types of sampler. Fiber samplesthus collectedwere

examinedwith a scanningelectronmicroscopeto investigate

fibrillationeffects in small fibers (ref. 13).

Sticky Paper Sampler

Rectangularsheetsof clear, adhesivecoated polyesterfilm, 8.2 by

12.7 cm by O.l mm thick were stapledto slightlylarger sheets of heavy

cardboardfor use in samplingfiber depositionon the ground downwind

of the fire pool. Placementwas directlyon the ground,face up. The

sticky surfacewas protectedby waxed paper, which was peeled back for

the test, and then was reinstalledto preventhandlingdamage to the

sample.

Sticky paper samplerswere used as a backup system at many of the

same downwind locations(fig. l) as the nylon mesh can samplers,even

though sticky paper is approximatelyone hundredtimes less sensitive

than the nylon mesh for the turbulentoutdoorenvironment.

Thermocouples

Nine to fifteenchromel-alumelthermocoupleswere used in each test

fire to monitor the fire temperaturein the vicinityof the composite

specimens,the specimenresponseto the fire temperatures,and several

overheadcanistertemperatures(ref.4). The thermocouplesused to

measurethe fire temperaturewere radiation-shieldedby placement
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within a vertically-oriented stainless steel tube (2.1 cm diameter by

4.8 cm long by 3.2 mmwall thickness).

Meteorological Instrumentation

Standard meteorological instruments were employed to obtain

continuous recordings of horizontal wind speed and direction, vertical

wind direction, air temperature and dew point from a time 3 to 4 hours

preceding a test until one hour after the start of the fire. These

instruments were installed on horizontal booms mounted at seven heights

on one of the two upwind 60 m towers (fig. 2). Additional meteorological

instrumentation was located on two 32 m towers I0 and 16 km downwind

from the fire site. Pilot balloons with mobile observing stations were

used at three locations to provide supplemental winds aloft information.

Photographic Instrumentation

Photogrammetric techniques were used to calculate the plume location,

plume dimensions, and plume rise time. Ten 35 mmcameras with remotely-

controlled, 5 frames per second operation were located up to 1800 m from

the fire site to provide complete coverage of each test. Frame time

reference signals were included in each photograph. General documentation

of each test was provided by two video tape and one 16 mmcolor motion

picture cameras, supplemented by a roving still photographs.
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TEST OPERATIONS

Five outdoor aviation jet fuel pool fire tests were conducted in

October and November, 1979 at the U.S. Amy DugwayProving Ground, Utah

(ref. 4). Three tests (designated D-I, D-2, D-3) were conducted under

meteorological conditions which controlled, within limits, the bending

of the resultant fire plume and the direction of travel of the released

carbon fiber. Two tests (designated S-I and S-2) were conducted under

calm meteorological conditions, which resulted in the fire plume rising

almost vertically. Table II is a summary of the operational parameters

for the five tests. The wind speed and direction are averages of the

recorded meteorological data from the 8 m height for the duration of the

fire. The design wind direction was 320o into the wind. The JP-4

aviation jet fuel was pumped into the 10.7 m diameter fire pool, forming

a fuel layer 12.7 cm deep which floated on top of an 8-cm deep layer

of water.

A minimum of 45 kg of carbon-fiber-epoxy composite materials were

positioned on a structural steel stand over the fire. The composite

material was composed of T300 carbon fibers and 5208 epoxy matrix. This

material had been fabricated into a variety of aircraft structural

components as a part of the NASAAircraft Energy Efficiency (ACEE)

Composite Primary Aircraft Structures program by three commercial

airframe manufacturers. These composite components were made available

to be burned after the companies had completed their planned

manufacturing and structural testing. In addition, the U.S. Air Force

provided three composite speedbrakes and part of a composite empennage
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which had been removed from fighter aircraft after receiving operational

damage. Detailed dimensions and masses of these components are given in

Appendix L of ref. 4.

Test D-I

This first of three dissemination tests was conducted with 16 carbon

fiber composite components uniformly distributed on the surface of the

support stand 2.5 m above the surface of the pool. The 8.5 m diameter

stand was centered in the 10.7 m diameter pool. Meteorological conditions

combined with the thermal energy released by the fire resulted in a fire

plume which was tilted approximately 67o from vertical, and horizontally

averaged 40° to the west of the design downwind direction. Much of the

fire at the pool was blown under the downwind side of the specimen

support stand and many of the composite components were only slightly

burned, primarily by radiation from the flames.

Test D-2

This test was conducted with 23 carbon fiber composite components

distributed on the surface of the support stand 2.5 m above the

surface of the pool. Based on the observed behavior of the fire in

test D-I, the composite components were concentrated on the downwind

side of the support stand with only a few scattered around the upwind

region. The combined meteorological and thermal conditions produced

a fire plume which was tilted approximately 64o from vertical, and

horizontally averaged 31o to the east of the design downwind direction.
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Figures 14 and 15 are photographs of the fire and plume which are

characteristic of the dissemination fires. The effect of the wind in

sweeping much of the fire under the downwind side of the specimen

support is readily apparent in figure 14. A few of these specimens that

were mounted vertically on the support stand can be seen. Also, the

pulsating nature of the combustion process is evident in the plume as

it moves away from the fire. A longer portion of the downwind plume

is shown in figure 15, and a sudden break in the thermal rise can be

seen in the plume before it passed through the Jacob's ladder sampling

net which extended essentially vertically below the two balloons.

Test D-3

The third dissemination test was conducted with only four composite

components, each of which were larger than most of the other components

used in the fire tests. These were the left and right horizontal

stabilizers from an F--16 which had crashed, and two composite structural

surface panels from another F-16 vertical s/tabilizer. The specimen

support stand was displaced downwind and the four components were grouped

together in much the same position as installed on an aircraft.

Combined meteorological and thermal conditions on test D-3 produced

a fire plume which was tilted approximately 620 from the vertical, and

horizontally averaged 60 to the west of the design downwind direction.

At about seven minutes into the burn, thermal weakening caused the

specimen support stand to collapse, lowering the composite components

from 2°5 m to 0.8 m above the surface of the pool.
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Test S-I

The first sourcetestwas conductedwith eleven carbon fiber

compositecomponentsuniformlydistributedover the surfaceof a new

supportstand, 2.1 m above the surfaceof the pool, which was built to

replacethe collapsedstand from test D-3. The extremelylight wind

velocityallowedthe thermalenergy to loft the fire plume almost

vertically(fig. 16) throughthe center of the overheadcanopy. The

old, collapsedspecimensupportstand can be seen in the right background.

The new supportstand is almost totallyengulfedwithin the fire. Also

evidentin this photographis the neckingdown of the fire plume to a

diameterof only about 0.40 of the pool diameterat a heightof 3.5 m

(0.32 times the pool diameter). The total plume rise to the atmospheric

inversionlayer at about 700 m and the subsequentdrift downwindcan be

seen in figure 17 which is a photographtaken from a helicopterabout

20 minutes into the burn.

S-2

Test S-2 was the last of the outdooraviationjet fuel fire tests

and was condqctedwith twenty-twocompositecomponentsto be burned.

Twenty of these were distributeduniformlyover the surfaceof the

supportstand2.1 m above the surfaceof the pool. The remainingtwo

were flat platespositionedon an auxiliarystand 0.5 m above the pool.

Extremelylight and variablewinds again allowedthe thermalenergy to

loft the fire plume almostverticallythroughthe overheadcanopy. The

atmosphereinversionlayer did not appearto be quite as sharplydefined

as for test S-l, but the S-2 plume stabilizedat a height of about 600 m.
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RESULTSAND DISCUSSION

The principal results of the five large-scale fire tests conducted

at Dugway Proving Ground are presented in the following sections. The

major emphasis is placed on quantifying the release of single carbon

fibers as they offer the greatest possibility of causing damage to

electronic equipment in the dissemination area downwind from burning

composite structural components.

Single Fiber Source Strength

The number of single carbon fibers that were released by the aviation

jet fuel fire burning composite components in each of the outdoor tests

was determined by several independent fire plume sampling systems (Table

III). The results shown in Table III are classed as estimates for

several reasons. The fire plume did not always completely pass through

the sampling system; thus engineering judgement based on eyewitness

observation and photographic documentation determined the position of the

plume that was within a given sampling system. The estimates in Table III

are based on the total plume and assume that the portion outside the

sampling system had the same fiber density as the portion within. Even

when the plume did pass completely within_ the ratio of the sampled

area to the plume total cross-sectional area was very small, varying from

1/2300 to I/5,800,000. Only fibers with lengths greater than 1 mmwere

considered in the determination of the number released. Fibers shorter

than 1 mmwere known to exist (ref. 13), but were not considered

significant in causing damage to electronic equipment (ref. 3). Small

fiber characterization is discussed in a later section.
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The source strengthestimates(ref.4) for the canistercollectors

in the overhead canopy (Table III) are believedto be reliablevalues.

For the two source tests they are the only values,and the plume was

fully containedwithin the samplingcanopy. For the disseminationtests,

D-2 and D-3, the sourcestrengthestimatesare consideredacceptable

when correctedfor the 60 to 80 percentof the plume that missed the

canopy.

Verticalarray source strengthestimates(Table III)were also made

(ref.4) and are believedto be low by a significantamount as discussed

in the next section,even thoughthey had the highestratio of sampled

area to total plume area, 1:2325. Field calibrationin ambient

temperaturedry air showed the samplingefficiencywas low, 0.54, indicating

poor adhesion. Carbon fiber samplingdata reducedfrom tests in the Naval

SurfaceWeapons CenterShock Tube in the same time period (ref. 12) have

shown that other types of sticky samplershad their dry efficiency

reducedto less than ten percentin fire tests which was attributedto

the high levelsof soot and water vapor that resultedfrom the jet fuel

fire. The outdoor fire plumes containedhigh levelsof soot (figs. 14

and 16) and would be expected to have high levels of water vapor in the

portionof the plume close to the fire. Thus, a significantreductionin

samplingefficiencywould be expectedin the fire plume at the vertical

array. Anotherindicationof reducedsamplingefficiencywas apparent

from the fiber depositionon those stainlesssteel mesh cans that were

mountedalongisdethe overheadcanistercollectorsin the source tests

(ref. 4). The mesh can data averagedonly about ten percentof the fiber

depositionin the canisters.
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Source strength estimates from nylon mesh cans located 0.5 m above

ground on the sampling lines downwind from the fire site are believed

to be reliable but could be in error due to the low ratio of sampled

area to total plume area, 1:5,800,000. This source strength estimate

was based on the observation that the fire-released fiber source is

initially lofted to a stabilized height in a plume which has Gaussian

distributions in both vertical and horizontal directions. As the plume

is carried downwind, the fiber cloud continues to expand primarily due

to atmospheric turbulence and meandering of the wind. Reflections of the

fiber paths from the ground surface and from the atmospheric inversion

layer eventually result in an essentially uniform distribution of fibers

vertically between the ground and the inversion height. This vertical

uniformity is assumed to be established in a downwind distance equal to

three inversion heights plus the initial distance from the fire site to

the stabilized cloud height.

The four ground-supported sampling lines farthest downwind were at

distances greater than the criterion for vertical fiber uniformity, and

the data from the mesh can samplers along these lines was taken to be

representative of the portion of the fiber cloud passing directly over

them up to heights between 500 and 600 m.

Jacob's ladder source strength estimates (Table III) were made from

the nylon mesh vu-graph data (ref. 5) and are believed to be low by

a factor of between two and three based on comparisons with fiber

deposition data from several other types of sampler instrumentation that

were also installed on the Jacob's ladder net. The ratio of the vu-graph

sampled area to the total plume area was 1:12,200.
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Comparative sampling.- The size of the Jacob's ladder sampling net

and the lifting capability of the balloons made possible the installation

of numerous fiber sampling instruments in addition to the 420 nylon mesh

vu-graph samplers (fig. I0). The carbon fiber vertical-plane deposition

• profiles for dissemination test D-3 are shown in Figure 18(a) through (j)

at several altitudes from 238 m to 64 m. Between these altitudes the net

was approximately 200 m downwind from the fire even through the base of the

net was anchored to the ground 117 m downwind (ref. 5).

The deposition profiles are based on fiber counts from each of the

several types of instruments used. The raw data counts for the nylon mesh

vu-graphs (ref. 14) were reviewed for evidence of bias by any of the six

people who did the counting. None was found.

The nylon mesh can samplers were installed adjacent to the nylon

mesh vu-graphs at a number of locations (fig. I0) in order to obtain

comparative data. Upon removal at the end of test D-3, approximately half

of the mesh cans were counted by Dugway and the results are labeled as nylon

mesh can samplers, initial count (fig. 18). The remainder of the mesh cans

from the Jacob's ladder were sent to NASAfor to obtain an alternate count

and investigation along with the cardboard canister collectors. Results

of this analysis are shown as nylon mesh can samplers, alternate count

(fig. 18). As the result of an apparent bias in the data from the

alternate count, at the higher values of deposition, the nylon mesh can

samplers were returned to Dugway_ counted, and these results are shown

as a check count in figure 18. The charged-grid detector data (fig. 18(i))

was previously reported (ref. 6), but has subsequently been corrected

to include all fibers with lengths greater than 1 mm.
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Straight lines have been drawn between data points for each sampling

system shown in the various parts of figure 18 in order to aid in making

a numerical comparison of the different measurements. The ratios of the

fiber deposition on the indicated sampling system to the deposition on

the nylon mesh vu-graphs were found to be:

Nylon mesh can sampler, initial count 2.5:1

Nylon mesh can sampler, check count 2.8:1

Canister collectors 3 :I

Charged grid detectors 2.7:1

Another comparison of sampling instrumentation was made (fig. 19)

for the near-ground-level vertical deposition in the three dissemination

tests measured by the bottom row of vu-graphs on the Jacob's ladder and

nylon mesh cans on one of the nearby ground-based sampling lines. The

vu-graphs were located 125 m downwind from the fire and at 3 m altitude;

the mesh cans were 208 m downwind and at 0.5 m altitude. The fiber

depositions can not be compared directly, but an adjustment can be made

to the sampled values to place them at a commonlocation. The adjustment

was based on the variation in peak deposition with distance downwind

from the fire site as shown in figure 20 based on the mesh can sampling

lines. In addition the bottom row of vu-graphs on the Jacob's ladder

were oriented more nearly horizontal than vertical at 62 to 70 degrees

from the vertical due to the distorted catenary shape of the supporting

net. This inclination would be expected to change the aerodynamics of

flow through the nylon mesh and therefore affect the fiber deposition.

With these uncertainties, the nylon mesh can samplers indicated an

adjusted deposition that was from I.I to 1.3 times the deposition on

the nylon mesh vu-graphs on the bottom row of the Jacob's ladder.
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Therefore,it appearsthat for carbon fiber depositionin a vertical

plane, the source strengthdeterminedby from the nylon vu-graphs(Table

Ill) should be increasedby a factorof 2.5 to 3.0. This discrepancy

may have been caused by an aerodynamicblockagefrom the wide supporting

frame of the vu-graph,or it may have been the resultof a lower

efficiencyadhesivesprayedon the nylon mesh. Calibrationof the

vu-graphsampler in a wind tunnel comparableto the mesh can calibration

has never been performed,so eitilerof these factorscould accountfor the

apparent reducedsamplingeffectivenessof the vu-graph. Using an

averageadjustmentfactorof 2.75, the source strengthestimatesfor the

three disseminationtestsdeterminedfrom the Jacob's laddersamplerswould

become 8.5, 9.6, and 6.6 x 108 fibers for tests D-l, D-2, and D-3,

respectively. Using these same valuesof sourcestrengthfor the vertical

array would imply that samplingefficiencyof 0.095, O.llS, and 0.090

respectivelyfor tests D-l, D-2, and D-3 for the silicone-grease-coated

stainlesssteel mesh cans in the humid soot filledjet Fuel fire plume.

The mass of single fibers releasedin each of the five outdoorfire

tests (TableIV) was determinedfrom the source strengthand mean fiber

length for each of severalsamplingsystems. Althoughthe numbersof

fiberswere differentas determinedfrom the field measurementson the

verticalarray and the Jacob'sladder (refs.4 and 5, respectively),the

calculationsfor the mass releasedresultedin essentiallythe same

values. The most likelyvalue of mass released(Table IV) in the

disseminationtests was calculatedusing the source strengthnumbersof

fibers for the Jacob'sladder increasedby the adjustmentfactorof 2.75

to accountfor samplingeffectiveness. The maximum likelyvalue of mass

releasedby this adjustedcalculationwas 0.60 percentof the initial
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carbon fiber mass in test D-2, well below the assumed value of one

percent used in the risk assessment (ref. 3).

Fiber release rate.- An almost uniform rate of carbon fiber release

(fig. 21) during burning of the composite components was measured by

the charged grid detectors on the Jacob's ladder (ref. 6). The

cumulative history of the release in the three dissemination tests

indicated an essentially linear release with time for tests D-I and D-2

until the last several minutes of burning when the release rate decreased

to essentially zero as the fire burned out. The initial delay in sensing

fibers was the time required for fibers to be released from the matrix

and be transported to the charged grid. The difference in the indicated

rate of release for these two tests was caused primarily by the deliberate

concentration of most of the composite components on the downwind side

of the support stand in test D-2 compared to the uniform distribution

of specimens in D-I. Sixty-six percent of the available composite material

was either consumed or released in test D-2 compared to 44 percent in D-I

(ref. 4).

The cumulative history of released fibers in test D-3 was also

essentially linear until the specimen support stand collapsed after about

eight minutes of burning. A lower rate of release continued for the

duration of the fire apparently due to the lower placement of the

composite material in the fire. If the stand had not collapsed and the

composite material had responded in the same fashion as in tests D-I and

D-2 with a linear release of fibers throughout the duration of the fire,

the projected total deposition would have been 2.5 times the observed
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deposition. The source strength of single fibers for test D-3 would

have been 1.7 x 109 fibers which would be 1.7 times the D-2 source strength;

or about the same proportions as the masses of initially available

composite material in the two tests.

Comparative fiber size spectra.- The spectra of lengths of carbon

fibers released in outdoor aviation jet fuel fire tests are shown in
i

figure 22° The shaded regions indicate the range of results from two

earlier tests at the Naval Weapons Center (ref. 2) and from the fire

Dugway Proving Ground tests. Only those fibers with lengths greater than

1 mmwere of interest in the study to assess electrical risk. The prepon-

derance of fire-released fibers were between 1 and 3 mmlong, and the

mean lengths were between 2.5 and 3.5 mm for these seven tests.

A comparison of mean length determinations from the various sampling

systems in given in Table V for the five Dugway tests. Most of the systems

provided fibers with consistent mean lengths. One notable exception

appeared to be the vertical array of stainless steel mesh cans which

collected fiber lengths with mean values generally between 4 and 5 mm.

This could have been the result of a low altitude lofting of longer-

than-normal fibers which then did not remain airborne for a sufficient

time to reach the Jacob's ladder or the longer-range downwind sampling

lines. The variation in mean fiber length with height on the Jacob's

ladder (fig. 23) indicates no particular trend with releases between

2.5 and 3.7 mm for data from the nylon mesh vu-graph samplers (ref. 5)

which were substituted by nylon mesh cans and can collected (Table V).

A more probable cause for the indicated longer mean lengths on the

vertical array could be associated with a bias in slippage of shorter
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length fibers that might be expected with the apparent poor collection

efficiency of the stainless steel mesh with silicone grease in the

heavy soot and water vapor environment.

One other anomaly was the mean fiber length of 4.9 mm on the downwind

ground sampling line Bravo, 19,110 m from the fire site. All other

ground samplers from this distance back to the Jacob's ladder had mean

fiber lengths between 2.9 and 3.7 mm. Detailed review of the length

distribution of the fibers on sampling line Bravo indicated a dispro-

portionate quantity in the 7-8 mmand in the 9-12 mm length intervals

compared with any other sampling line distributions. Further investigation

showed that sampling line Bravo was in close proximity to the sites of a

number of previous carbon fiber tests that had been conducted at Dugway.

One of these (ref. 15) had deposited approximately 33 kg of chopped

virgin carbon fiber (nominal 6 and 12 mm lengths) on two relatively small

areas four years earlier. Visual observation showed that an indeterminate

amount of this material was still on site, in and around vegetation on the

ground. Re-suspension of carbon fibers from this ground deposit

continued to occur three years after the initial deposit, but at greatly

reduced numbers of fibers and generally at greatly reduced fiber lengths.

However, after a deliberate man-made disturbance, both the number and

mean length of re-suspended fibers increased dramatically. Thus the

anomaly of mean length on sampling line Bravo could have been the result

of traffic on the ground just prior to or during the time that the

nylon mesh can samplers were in place.

The spectra of diameters for carbon fibers greater than 1 mm in

length released in the outdoor aviation jet fuel fire tests (fig. 24)

indicated that many of the fibers had been reduced in diameter. Mean
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diameters ranged from 3.6 to 5.3 _m from determinations in various

samplers from the seven tests (refs. 2 and 4). This diameter reduction

from the nominal 7 IJmdiameter virgin fiber suggested that oxidation

in the high temperature portion of the fire was the probable cause.

, Substantial fiber oxidation in fires had been predicted on the basis

of laboratory thermogravimetric analysis coupled with fire plume

dynamics and chemistry studies (ref. I).

The possible health considerations of fibers which were smaller

than those of electrical concern led to the installation of ten millipore

filter samplers on the Jacob's ladder (fig. I0) for each of the three

dissemination tests. The filters were shipped to the Robert A. Taft

Laboratories of the National Institute for Occupational Safety and Health

(NIOSH), Cincinnati, Ohio after each test. The following indented

section has been extracted from two letter reports on their findings.

The samples were analyzed utilizing phase contrast optical

microscopy at a magnification of 400X. All fibers (any

particle with an aspect ratio greater than 3:1) were recorded

(Table Vl) and sized by both diameter and length with I00

microscope counting fields observed on each sample. A sample

collection time of 20 minutes (nominal average burn time

for each test) was used in the determination of concentrations

even though the total sample collection time varied between

6 and 7 hours. By using only the burn time it was assumed

that all fibers collected were the result of the burning

of carbon composites and that extraneous airborne ambient
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fiber exposures were zero. A flow rate of 1.7 litres per

minute was used in determining the air volume to account for

a reduction in flow rate from the initial 2.0 litres per

minute since the burning of composites usually occurred 6 to

7 hours after the sampling instrumentation had been turned on.

The results (Table VI) indicated that the greatest

number of fibers found in any filter area counted was four

which related to a fiber concentration of approximately

1.4 x 105 fibers per cubic metre (0.14 fiber/cc). A few of

the samples were so contaminated with particulate material

that fiber determinations were not feasible. From the 24

samples that could be counted, a total of 26 fibers were

found. Classification of these by length and diameter (Table

VII) indicated that all fibers were larger than 5 _m and

less than 3.5 l_min diameter. Fifteen of the samples under-

went further particulate characterization utilizing

transmission electron microscopy. Samples were examined at

a magnification of 10,000X utilizing selected area electron

diffraction and energy dispersive X-ray analysis for

particulate identification.

All fibers were identified as being carbon and having

rugged surface features with irregular shaped ends. Other

non-fibrous particulates were found in a size range from

less than 1.0 um to 5.0 lJm in diameter; most of these smaller

particulates were identified as being carbon with same of

the larger ones having an elemental composition of aluminum,
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iron, and silicon. No attempt was made to quantitate a

fiber exposure from these results because of the small

number of fibers observed.

The location of the small fibers counted by NIOSHon the Jacob's

ladder sampling net for test D-3 (fig. 25) is compared to the portion

of the net within which the nylon mesh vu-graphs had defined fiber

depositions greater than I00 fibers/m 2 for fibers with lengths greater

than 1 mm. The small fibers appear to have been near the periphery

of the large-fiber cloud or completely outside of it. Similar effects

were observed in tests D-I and D-2. An approximate estimate:of the

source strength of the small fibers was made using the average of one

fiber counted per millipore sample (total of 26 fiber in 24 samples)

which corresponded to an average concentration of 4 x 104 fibers/m 3.

This average concentration moved past the Jacob's ladder at a velocity

of 5.3 m/s for the 20 minute burn time, which would produce an average

deposition of 2.5 x 108 fiber/m 2 in the vertical plane of the net. If

the size of the small-fiber cloud was defined by the area of the Jacob's

ladder bounded by the millipore filter samplers, it would be

approximately 130 m high by 240 m wide. The total number of small fibers

in the average of the three fire plumes would then be 7.8 x 1012

fibers, which is approximately 104 more than the source strength of

fibers greater than 1 mmin length.

Sussholz in his study of micron-size carbon fibers (ref. 13)

concluded that small fibers (diameter less than 3 pm and lengths

less than 80 pm) occurred with an estimated frequency of I00 times the
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occurrence of fibers greater than 1 mmin length for two cases of large,

outdoor aviation jet fuel fire tests at the Naval Weapons Center. The

principal source of these small fibers was a fibrillation phenomena.

Evaluation of the carbon fibers collected in the Petri dishes during the

three Dugwaydissemination fire tests provided evidence (ref. 13) that

the fibrillation phenomena could be attributed to oxidation effects on

a parent single carbon fiber causing it to split into multiple fibrils

as its overall diameter was reduced.

Single Fiber Downwind Deposition

The footprint of single fiber deposition downwind from the fire

site to 19.1 km is shown in figure 26 for the three dissemination fire

tests. The extent of these footprints was established by two or more fibers

deposited on the vertical surface nylon mesh can samplers (ref. 4).

Local shifts in wind direction were indicated by the kinks and bends

that occurred in the footprint as the fiber cloud was transported downwind.

In general, the decrease in wind velocity that occurred in test D-2 and

D-3 relative to D-I resulted in more lateral or crosswind dispersion

and a wider footprint. Although a Gaussian crosswind distribution

would be expected on the average given a large number of tests, the

individual test distributions consisted of several discrete peaks with

no detectable deposition between peaks on the three or four farthest

downwind sampling lines.

Clump Strength

Clumps of carbon fibers were released from the burning composite

material in a similar manner to the single fibers. The clumps were
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lofted and carried downwind by the fire plume but, because of their

much higher fall rate, not to as great a distance as the single fibers.

Estimates of the source strength of fiber clumps (Table VIII) indicate

a reasonable consistency between the three sampling systems data.

. Most of the clumps (up to 75 percent) contained from 2 to I0 fibers

within the clump. Significantly greater numbers of clumps were released

from the dissemination tests than from the source tests, indicative of

the influence of the atmospheric wind velocity in breaking the clumps

loose from the composite residue. The total mass of the fiber clumps

was approximately the same as the most likely value of the mass of the

single fibers with lengths greater than 1 mm. Clumps were not

disseminated as far downwind as single fibers. Their principal threat

to electronic equipment might be expected to occur from the potential for

release and resuspension of single fibers from the clumps after deposition

on the ground downwind from the fire site. However, as indicated

previously (ref. 15) the number of fibers likely to be resuspended

decrease dramatically within a short time.

Strip Deposition

Strips of carbon-fiber-epoxy composite material were delam_nated

from the surfaces of the composite structural components of the intense

_ thermal activity within the aviation jet fuel pool fires. Many of these

strips were delaminated before much of the epoxy matrix had been consumed

in the fire. The strips were lofted in the fire plume and carried

downwind from the fire site varying distances depending on their size,

shape and mass. Typical of this downwind deposition were the two

33



stripsof composite(fig. 27) depositedon one of the nylon mesh vu-graphs

on the Jacob's ladder in test D-3.

After each test, personnelsearchedthe ground area near the fire

site and along the downwindpath of the plume and recoveredmost of the

compositestrip material. All stripswithin designatedgrid areas were

picked up, placed in plasticbags, and subsequentlyweighed. Several

bags judged to be representativeof the strip materialwere countedin

additionto being weighedin order to establishan approximatenumber of

stripsper gram of recoveredmass. Table IX presentsa summaryof all

of the compositestripsrecoveredin the searcharea out to lO0 m from

the fire site. Footprintsof the ground depositionof the composite

strips (fig.28) clearlyshow a patternof rapidlydecreasingdeposition

mass densitywith increasingrange downwind. The footprintsof strip

depositionfor the two source tests (fig.28(d) and (e)) are morely

nearly symmetricalaround the fire pool indicativeof the light and

variablewind conditions.

Mass Balanceand Oxidation

Debris from each of the seven outdoor,aviationjet fuel fire tests

(five at Dugway and two at Naval WeaponsCenter)was gathered,sampled,

weighed and summed to accountfor as much of the mass of the initial

compositestructuralcomponentsas possible (tableX and fig. 29).

Between15 and 60 percentof the originalmass remained in place after

the fire; betweenl and 29 percentwere recoveredin the downwindsweep

as strips and pieces. Fiber clumpsand single fiberseach accounted

for less than one percentof the originalmass. This left between
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40 and 80 percent of the original mass not specifically accounted for,

or unrecovered. Up to 30 percent of the original composite mass was

epoxy matrix and most of this material was consumed in the fire. Thus,

at least I0 percent and perhaps as much as 50 percent of the original

mass was unrecovered carbon fiber. A substantial portion of the

unrecovered carbon fiber was undoubtedly consumed by oxidation in the

fire in the same manner as the epoxy matrix, but at a slower rate.

Certainly the diameter reductions for fire-released fibers greater

than 1 mmin length (fig. 24) and the characteristics of the fibrillated

small fibers (ref. 13, and Table VII) are conclusive evidence that

oxidation of the released fibers occurred, and most of the oxidation

had to occur while the fiber was a part of the composite mass on the

support stand. In addition, substantial fiber oxidation in fires had

been predicted on the basis of laboratory thermogravimetric analysis

coupled with fire plume dynamics and density studies (ref. I).

Characteristics of Burned Composite Residue

A significant quantity of carbon-fiber composite material

remained in place on the support stand after 20 minutes of burning

within or near the flames of the 10.7 m pool fires. The debris in

figure 30 is the residue from the F-16 stabilizer that was burned in

test D-3. The four pieces retained identifiable shapes in spite of

major delaminations, oxidation of most matrix resin, and release of

fibers. In the foreground are a large number of strips as described

earlier. The expanded wire mesh on which the man is standing was the
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specimen stand that had supported the stabilizer 2.5 m above the ground,

but had collapsed during the fire. Forty-two percent of the mass of the

two vertical stabilizer skins remained on the stand. When it was picked

up and placed in plastic bags to be weighed, most of it lost its physical

integrity and became a large quantity of ribbons and strips of

essentially single-ply composite with only a slight amount of matrix

char holding fibers together.

In contrast, the two horizontal stabilizers retained 64 and 78 percent

respectively of their composite skins. The apparent difference was the

presence of the aluminum honeycomb core which conducted heat away from the

surface on which the flames impinged, and maintained a greater degree

of physical integrity. The adhesive bonding the aluminum ribbons

together within the core as well as the adhesive bonding the composite

skins to the core had been destroyed by the high temperatures, but the

core did not melt and the combination of rivets and cross-plies of

laminate kept the structure together. In order to determine the residual

mass of the horizontal stabilizer skins, the composite had to be separated

from the metal by taking apart the composite portion one ply at a time

by hand.

The speedbrake components burned in tests D-I, S-I, and S-2 also

were aluminum honeycomb construction and displayed similar ....

characteristics of retaining much of their physical integrity. The

principal mechanism by which composite material was disseminated appeared

to be a gradual erosion from the edges of the structure. Forty-five,

51 and 61 percent of the composite material remained in the speedbrakes

in these three tests.
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Flat composite laminates and composite stiffened flat panels were

almost completely destroyed when they were directly in the fire.

Heavier sections of composite retained some physical integrity but

lost most of their matrix. In the dissemination tests the wind blew

the flames to one side of the pool and specimens on the upwind side

of the support stand, only a few metres away from the flames, received

little damage and generally less than ten percent mass loss.

Two sets of four plates, each 30 cm square, by 6 and 8 mmthick

respectively were included in the composite specimens burned in test S-2.

All plates were cross-plied laminates. All were severely burned and

delaminated, but retained their shape. No effects of initial thickness

could be observed. Four of the plates were mounted horizontally and

four vertically. The four vertical plates lost an average of 52 percent

of their mass, whereas the horizontal plates lost an average of only

44 percent probably because one surface was supported on the steel

expanded wire mesh. On top of the support stand, 2.1 m above the fire

pool surface, plates at the center of the fire lost 46 percent of their

mass, and near the periphery of the flames plates lost 60 percent probably

from an increased local velocity due to entrainment of air. Two plates

near the center were located on an auxiliary stand, 0.5 m above the

surface of the pool. They lost an average of 37 percent of their mass

compared with the 46 percent at 2.1 m height.

Temperatures measured during each fire (figs. 31-35) varied

considerably with time and location. The pulsating or fluctuating

nature of the fire produced large transients in thermocouple data.
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In an effort to average out some of the short-time transients, the

temperature shown were taken as two-minute averages of the raw data

(ref. 4). The influence of the radiant heating on the composite specimens

can be seen from the upwind thermocouples in figures 31 and 32. The

higher temperatures measured in the flames generally also produced

higher specimen temperatures on the downwind side. Temperatures in

the flames and in the stabilizer (fig. 33) do not show any obvious

indication of the support stand collapsing after seven minutes of

burning, even though the specimen came to rest 0.5 m above the surface

of the fire pool. Therefore, the change in release rate (fig. 21)

must have been due to a local velocity change and not due to the

temperatures of the fire. No explanation has been found for the large

differences in thermal characteristics of the two nearly identical source

tests (figs. 34 and 35). Peak temperatures were nearly the same but

there was a much greater variation in temperature in different parts of

the fire in test S-2 than in S-I.

Temperature averages for the total burn time for each thermocouple

are shown in figure 36. These clearly show the large variations in

temperature that occur with respect to location within the fire and

within specimens in or near the flames. The higher temperatures measured

in these fires ranging from II00 to 1400 K agree quite well with

measured values reported in the analysis of fire tests (ref. 16) which

were performed to assist in model development for fire characteristics.

Overall average temperatures measured by all of the thermocouples

in each test (fig. 37) indicate comparable thermal conditions in the

three dissemination tests, but again indicate a marked difference in the
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two source tests which remains unexplained. In all cases, temperatures

were high enough to destroy carbon fiber-epoxy composite specimens

and loft the released fibers, clumps and strips away from the fire site.
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CONCLUDINGREMARKS

A realistic release of carbon fibers from burning composites has

been demonstrated in a series of five large-scale outdoor aviation jet

fuel fire tests. These tests were conducted at the U.S. Army Dugway

Proving Ground, Utah to validate the source strength of single fibers

used in the assessment of risk for electronic equipment failure. The

magnitude of the fiber release was quantified by several independent

assessments with instrumentation developed and fielded by Dugway, TRW,

Inc., the Bionetics Corporation, and NASA. The results previously

reported by Dugway and TRWfor source strength based on their principal

fire plume sampling systems were judged to be too low because of

deficiencies in the samplers. Comparisons with other sampling systems

have established a multiplying adjustment factor of 2.75 for the fibers

counted on nylon mesh vu-graphs and I0 for fibers counted on the silicone-

grease-coated stainless steel mesh can samplers.

The most likely values for the source strengths range from 6.6 to

9.6 x 108 fibers for the dissemination tests, and from 2.2 to 2.9 x 108

fibers for the source tests. These are equivalent to a mass of single

fibers released ranging from 0.2 to 0.6 percent of the initial mass of

carbon fiber in the composite material. These percentages for release

were well below the assumed value of one percent used in the NASA risk

assessment.

Mean fiber lengths for fibers greater than 1 mm in length ranged

from 2.5 to 3.5 mm for these tests. Mean diameters for samples of

these same fibers ranged from 3.6 to 5.3 lJm which was indicative of

significant oxidation occurring in the composite material within the fire.
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Downwind dissemination footprints for the fire-released fibers

were measured as far away as 19.1 km. Fiber cloud strengths based on

these far-field dissemination depositions also provided a reasonable

estimate of the source strength.
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TABLE I.- CARBONFIBER SAMPLINGINSTRUMENTATIONUSEDFOROUTDOOR

AVIATION JET FUEL FIRE TESTS.

Tower supported:

Stainless steel canister collector 61

Stainless steel mesh can sampler 221
282

Balloon-supported Jacob's ladder:

Nylon mesh can sampler 95

Nylon mesh vu-graph sampler 420

Cardboard canister collector 30

Charged grid detector 8

Light emitting diode (LED) detector 2

Millipore filter sampler I0
565

Ground supported, 91 m - 19 II0 m downwind:

Nylon mesh can sampler 833

Sticky paper sampler 464

Light emitting diode (LED) detector 2

Petri dish 40
1339
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TABLE II.- SUMMARYOF OPERATIONALPARAMETERSFOR

OUTDOORFIRE TESTS

Operational Test number

parameter D-I D-2 D-3 S-I S-2

JP-4 fuel used, litres 11368 11386 11371 11368 11386

Burn time, minutes 18.9 20.4 22.9 28.4 25.4

Composite mass, kg

Initial 46.20 45.48 70.77 48.58 45.55

Residual 25.98 15.35 36.78 15.89 26.72

Wind speed, m/s 6.4 5.8 5.3 0.7 I.I

Wind direction, o 360 289 326 variable variable

Stability category Neutral Neutral Neutral Stable Stable
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TABLEIII.- ESTIMATESOF SOURCESTRENGTHFORSINGLE CARBONFIBERSWITH

LENGTHS>I mm

Sampling Test

system D-I D-2 D-3 S-I S-2

Canister collectors - II .'IxlO 8 3.9xi08 2.9xI08 2.2XI08 _-

in overhead canopy

Stainless steel mesh 1.5xlO 8 2.1xlO 8 l.lxlO 8 - -

cans in vertical

array

Nylon mesh vu-graphs 3.1xlO 8 3.5xi0 8 2.4xi08 - -

on Jacob's ladder

net

Nylon mesh cans Oo5m 8.9xi08 6.3xi08 2.0xlO 8

above ground,

downwind
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TABLE IV.- ESTIMATESOF SINGLE FIBER MASSRELEASEDIN OUTDOORFIRE TESTS

Mass released in test*, percent of
Sampling initial carbon fiber mass
system D-I D-2 D-3 S-I S-2

Overhead canisters** - 0.98 0.19 0.2 0.2

Vertical array (ref. 4) 0.2 0.2 0.I

Jacob's ladder (ref. 5) 0.20 0.22 0.I0

Most likely value*** 0.55 0.60 0.28 0.2 0.2

*Mass released was calculated as estimated number of fibers times average

length time initial cross-sectional area times fiber density.

**On tests D-2 and D-3, the sampling array intersected less than one third

of the smoke cloud.

***Most likely value of mass released was calculated using adjusted source

strength numbers of fibers for the Jacob's ladder as discussed in the

comparative sampling section of text, or the overhead canister values

for the source tests.
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TABLEV.- AVERAGEFIBER LENGTHSDETERMINEDFROMVARIOUSSAMPLINGSYSTEMSAT

VARIOUSLOCATIONS,mm

Sampling system Location Test numbers

D-I D-2 D-3 S-I S-I

Canister collector Overhead 2.6 3.1 2.7 3.3 3.2

Stainless steel mesh can Vertical array,

overall 5.0 4.4 5.2

@1.5m 4.2 4.8 3.7

@53m 3.7 3.2 2.8

Nylon mesh vu-graph Jacob's ladder 3.2 3.1 3.2

co Nylon mesh can Jacob's ladder 3.4

Cardboard canister Jacob's ladder 2.8

collector

Nylon mesh can Downwind @O.5m

altitude

Line AA, l16m 4.3

BB, 208 m 4.5 3.3

DD 2.9

FF 3.0

Zulu 3.7

X-Ray 3.4

Victory 3.5

Papa 3.0

Bravo 4.9
m.-



TABLE VI.- NIOSH-OBSERVEDSMALLCARBONFIBERS COLLECTEDIN MILLIPORE FILTERS

ONJACOBSLADDERFORTHREEDISSEMINATIONFIRE TESTS

Filter location Total fibers counted Concentration,
on from I00 microscope

Jacob's ladder fields_ fibers/m 3

D-I D-2 D-3 D-I D-2 D'3

H6 V3 0 0 1 0 0 4xlO4

H6 VII 1 2 0 4xlO4 7xlO4 0

H6 VI9 0 0 3 0 0 llxlO 4

HIO V3 3 * 3 llxlO 4 * llxlO 4

HIO V8 4 * 0 14xlO4 * 0

HIO VI4 1 0 0 4xlO4 0 0

HIO VI9 * 0 2 * 0 7xlO4

HI4 V3 1 * 2 4x104 * 7x104

HI4 VII 2 0 * .7xlO 4 0 *

HI4 VI9 * 0 1 * 0 4xlO4

*Too many particulates, unable to observe fibers
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TABLE Vll.- SIZE DISTRIBUTIONOF SMALLFIBERS COLLECTEDIN MILLIPORE FILTERS

DURINGTHREEDISSEMINATIONFIRE TESTS

Fiber Fiber diameter, _m Percent of
length, total fibers

_m <1.2 1.7 2.5 3.5 in each
length
category

5.0 4 6 - - 38

6.5 1 7 2 - 38

9.5 - 2 1 - 12

13.5 - - - 2 8

19.0 .....

27.0 - - - 1 4

Percent of 19 58 12 12
total fibers
in each
diameter
category

I

Note: Fibers were sized at 400X magnification. Placement of fibers

in each of the size categories does not necessarily represent

the actual size, but only the nearest fit.
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TABLEVIII.- ESTIMATESOF SOURCESTRENGTHFORCARBONFIBER CLUMPS

Sampling Number of clumps released in test, millions
system

D-I D-2 D-3 S-I S-2

Canister collectors " 19 14 2 7
on overhead

Stainless steel 34 88 16
mesh cans on
vertical array

Nylon mesh vu- 15 14 18
graphs on
Jacob's ladder
net
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TABLE IX.- CARBON-FIBER-EPOXYCOMPOSITESTRIPS LOFTEDIN FIRE PLUMEAND

DEPOSITEDONGROUNDDOWNWINDIN DUGWAYPROVINGGROUNDFIRE

TESTS

Test Approximate Mass of strips recovered, g Recovered mass,
No. number . . . % of

of strips Inside Beyond Total initial compositetowers towers mass

D-I 8500 1120 291 1411 3.1

D-2 24200 3154 846 4000 8.8

D-3 4600 231 532 763 I.I

S-I 5400 479 405 884 1.8

S-2 6200 498 528 1026 2.3
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TABLE X.- MASSBALANCEFORCOMPOSITEMATERIALSBURNEDIN LARGE-SCALEOUTDOOR

AVIATION JET FUEL FIRE TESTS

Test

Composite ...... Naval Weapons
material Dugway ProvingGround Center
mass • ....

S-l S-2 D-l D-2 D-3 II 13
I

Initial,kg 48.58 45.55 46.20 45.48 70.77 3.77 22.52
....... ! ,u I

Residual,support

stand, kg 15.89 26.72 25.98 15.35 36.78 1.09 4.00

downwindsweep, kg O.88 l.03 l.41 4.O0 O.76 I.09 O.54

clumps,kg 0.18 0.46 0.16 0.15 0.14 - -

single fibers,kg 0.08 0.05 0.18 0.20 0.14 - -

total, kg 17o03 28.26 27.73 19.70 37.82 2.18 4.54

Unrecoveredmaterial,

kg 31.55 17.29 18.47 25.78 32.95 1.59 17.98

percentof initial 65 38 40 57 47 42 80
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Figure l.- Ground-based sampling lines located downwind from the fire site.
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Figure 3.- Overhead canopy of canister collectors suspended from towers.
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Figure 4.- Balloon-supported Jacob's ladder fire-plume sampling net.
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Figure 5.- Air Force Geophysics Laboratory balloons at beginning of Jacob's ladder erection.
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Figure 6.- One quadrant of balloon-supported Jacob's ladder sampling net.
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Figure 7.- Stainless steel canister collector for fiber sampling from overhead canopy.



Figure 8.- Stainless steel mesh can sampler on vertical array.



Figure 9.- Four fiber detector/collector instruments at one location on Jacob's ladder.
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Figure II.- Cardboard canister collector for fiber sampling from Jacob's ladder.



Figure 12.- Self-contained, battery-powered Light Emitting Diode Detector (LED) developed for
remote sensing of carbon fibers.
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Figure 13.- Millipore filter sampler suspended from Jacob's ladder.
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Figure 14.- Dissemination fire and initial part of smoke plume in region of towers, test D-2.
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Figure 15.- Dissemination fire, balloons, and two km length of plume, test D-2.



Figure 16.- Source fire and smoke plume rising vertically through overhead
canopy of canister collectors, test S-I.
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Figure 17.- Source fire and smoke plume movement below inversion layer, test S-I.
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Figure 27.- Two strips of carbon-fiber composite deposited on Jacob's ladder nylon mesh vu-graph
during dissemination test D-3.
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Figure 28.- Continued.
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Figure 30.- Carbon fiber residue from burned aircraft stabilizer, test D-3.
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Figure 31.- Temperatures measured in the flames and inside composite specimens on the support stand for
JP-4 jet fuel pool fire test D-I.
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Figure 33.- Temperatures measured in the flames and inside composite specimens on the support stand
for JP-4 jet fuel pool fire test D-3.



18001

1600

1400

1200

Temperature,K

1000 Thermocouplelocation

co \ i

800

600

(o,©,I_,_,Insidespecimens)

4oo \ ".

../--Ambientair temperature \

200

i .... I .... i .... I .... i .... I
O0 5 i0 15 20 25 30

Time after ignition,min,

Figure 34.- Temperatures measured in the flames and inside composite specimens on the support stand for
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from 3.6 to 5.3 pm which was indicativeof significantoxidation. Footprints
of downwinddisseminationof the fire-releasedfiberswere measured to 19.1 km
from the fire. The tests demonstrateda reasonablevalidationof the assumed
carbonfiber lengthsand quantityreleasedthat were used in the NASA risk
assessment.
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